
Single Alternator, Dual Battery System
for Eggenfellner Subaru Engines.
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	 Engine
	 Fuel Pumps
	 Propeller
0.2A	 Engine Monitor
0.5A	 Internal Lights  
0.3A	 Audio Panel
0.3A	 Angle Of Attack
0.1A*	 Elevator Trim
0.1A*	 Roll Trim  
0A*	 Flaps 
2.5A!	 Autopilot 
	 Total

Avionics Bus

Main Bus
Lights & Heat

Engine Bus

0.5A	 	EFIS Grand Rapids
2A	 			CNX 80 System
3.5A	 	MX20 Display
0.5A	 	SL70 Transponder
6.5A	 	Total

* Idle no load current
! Autopilot controller 0.5A plus 1A for each servo.

Odyssey PC625
10 Amp/Hour

Odyssey PC625
10 Amp/Hour

2A	 Main/Auxiliary Battery  Contactors
1A	 Lighting Keep Warm Circuit
9A*	 Landing Light
9A*	 Taxi Light
7A	 Strobe Lights
6.5A	 Navigation Lights
8A	 Pitot Heat 
4.5A	 Cabin Heat Blower
38	 Total

*  The system is designed so that both
the Taxi and Landing lights can't
both be on at the same time

Engine Avionics Master

Electrical Load

In the event of an alternator failure, 
these switches should enable the 
pilot to quickly shed electrical load.

Master

Starter
When the engine switch is on, one and
only one of the two battery contactors 
will be closed. While pressing the 
starter button both battery contactors
will be closed.


