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Document Version History

WD-1001-01
First relesaed version.

WD-1001-02
Corrected connector A MFD-1 and MFD-2 serial port 1 pin numbers. 



Incorrect:  Serial Out 1 = A-20,
Serial In 1 =  A-1



Correct:  Serial Out 1 = A-2,
Serial In 1 = A-20

WD-1001-03
Corrected GRT ARINC-429 pin descrition from Out - 2 to Out –1.

WD-1001-04
Added resistor values for R1 – R4

WD-1001-05
The ARINC-429 connection between the GTX330 and GNS430 is now shown for clarification.
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(Fuel/Air Data Z Format)  Serial Out 6


(GPS In Aviation)  Serial In 5

















(OBS Select) Analog In 4


(VOR/ILS Dev. Active) Analog In 3


(GPS Dev. Active) Analog In 2











(ILS Tuned) Analog In 1














(SL30-1)  Serial Out 1


 (SL30-1)  Serial In 1





Serial In 1


Serial Out 1

















OBS Annunciate


VLOC Annunciate


GPS Annunciate





P4001








57


56

















7


1


2





GNS 430
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ILS Energize
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NOTE 1        


(OBS Select) Analog In 4


(VOR/ILS Dev. Active) Analog In 3


(GPS Dev. Active) Analog In 2


(ILS Tuned) Analog In 1
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MFD 2
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NOTE 1


Main +Left


Main +Right


Main +Down


Main +Up


Main Lateral –Flag


Main Lateral +Flag


Main Vertical –Flag


Main Vertical +Flag














(SL30-1)  Serial In 1 


(GPS In Aviation)  Serial In 5


Localizer Deviation + Left Input


Localizer Deviation + Right Input


Glideslope Deviation + Down


Glideslope Deviation + Up


Localizer Valid – Input


Localizer Valid + Input


 Glideslope Valid – Input


Glideslope Valid + Input
















































































 


 

















EFIS ARINC 429 In 1 - A


EFIS ARINC 429 In 1 - B











EFIS ARINC 429 In 2 - A


EFIS ARINC 429 In 2 - B





EFIS ARINC 429 Out 1 - A


EFIS ARINC 429 Out 1 - B
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VOR/ILS ARINC 429 OUT A


VOR/ILS ARINC 429 OUT B
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GPS ARINC 429 IN 2 A


GPS ARINC 429 IN 2 B





GPS ARINC 429 IN 1 A


GPS ARINC 429 IN 1 B
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RS-232 IN 2


ARINC-429 OUT 2A


ARINC-429 OUT 2B





























GTX330





SL30
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RxD1  (RS-232 IN 1)


TxD1  (RS-232 OUT 1)


RS-232 GND
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NOTE 1 :  These connections are for redundancy in case of loss of MFD 1, normally supplied from inter display communications.
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R1 – R3 10K ¼ W








